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Profi la 30 /Profi la 50
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PROFILA 50 AND 30

90° ADHESIVE CORNER PROTECTOR

Description

•  Model: Profi la 50 and 30 adhesive 
corner protectors 

•  Angle: 90° 
•  Wing width: 

50 mm Profi la 50
30 mm Profi la 30

• Thickness: 2 mm
•  Length: 1.30 m, 2.00 m or 4.00 m 
•  Material: Antibacterial and Bs2d0 

fi re-rated PVC, solid colour
• Surface fi nish: Smooth
•  Fixing: Adhesive foam strips 

reinforced with Gerfl or universal 
mastic glue

•  Colours: 32 standard

Applications

These corners protectors blend 
in seamlessly with all interiors 
and protects corners from light 
impacts.
Profi la 30 can also protect some 
door frames.

To fi nd the colours available for each product, please see the summary table for the range at the end of this Guide.
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Specifi cation

• Description: 50 mm or 30 mm wide wings, 
90° corner protector (Profi la 50 or 30 as 
manufactured by Gerfl or) comprising smooth and 
antibacterial PVC profi le achieving Bs2d0 
fi re rating with solid colour. A protective fi lm is 
specifi ed to minimise cleaning before acceptance. 
2 mm thick, wings are 50 mm or 30 mm wide 
(internal measurement). It is provided with 2 
strips of foam adhesive tape for fi xing. 
• Environment: No heavy metals and no 
substance potentially subjected to any REACH 
restriction are used in its manufacture, nor 
PBT/PBA. The calcium-zinc thermal stabilisation 
process is used. The emission level of volatile 
substance in inside air has been tested according 
to ISO 16000-6 and is very low (A+) according to 
the french regulation (23 march 2011 nr 
2011-321 Decree and 19 April 2011 Order). 100% 
of the product are recyclable.
• Colour: selected by architects from manufacturer’s 
standard range.
• Installation method: Adhesive. Gerfl or universal 
mastic glue is recommended for stronger fi xing.

Specifi cation and technical drawings can 
be downloaded from our website

www.gerfl or.com
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