
MIPOLAM® TECHNIC EL5 MIPOLAM® 技匠 EL5
MIPOLAM® ROBUST EL7   MIPOLAM® 工匠 EL7



MIPOLAM® TECHNIC EL5 MIPOLAM® 技匠 EL5

2mm flexible homogeneous 
floocovering,  compact surface
2 mm 同质透心材料，密实表面
Continuous static-conduction
持续的静电传导性能

Permanent conductive properties  
永久的静电传导特性
Excellent dimensions stability  
出色的尺寸稳定性 
Densely compacted surface for improved wear and ease of maintenance  
密实表面提高耐用性，易于维护
Anti-bacterial and fungicidal  
抗菌防霉，绿色环保
Available in tile
可供块材选择

Compact tiles, without foam backing 致密块材，无泡沫背层

0635 White 0636 Grey

0637 Light Blue 0638 Blue

0640 Beige 0639 Green

同质透心耐磨层

MIPOLAM® TECHNIC EL5 MIPOLAM® 技匠 EL5

34-43
 

608x608mm

≤ ≤104



MIPOLAM® ROBUST EL7 MIPOLAM® 工匠 EL7

2mm flexible homogeneous
floocovering, compact surface
2 mm 同质透心材料，密实表面
Continuous electro-static 
dissipation
持续的静电耗散性能

Permanent anti-static properties 
永久的静电耗散特性
Excellent dimensions stability  
出色的尺寸稳定性 
Densely compacted surface for improved wear andease of maintenance  
密实表面提高耐用性，易于维护
Anti-bacterial and fungicidal  
抗菌防霉，绿色环保
Available in sheet  
可供卷材选择

Compact sheet, without foam backing 
致密卷材，无泡沫背层

0103 White 0003 Ivory 0006 Honey

0004 Clay

0306 Green 0112 Storm 0013 Pewter

0002 Platinum 0005 Steel 0102 Black

同质透心耐磨层

MIPOLAM® ROBUST EL7 MIPOLAM® 工匠 EL7

< ≤34-43
2 m



TVOC after 28 days 28天后 TVOC(3) 排放量
Certification 证书

ISO 16000 - 6
-

µg/m3

-
< 10

-
< 10

Floorscore®

MIPOLAM® TECHNIC EL5 MIPOLAM® 技匠 EL5
MIPOLAM® ROBUST EL7  MIPOLAM® 工匠 EL7

MIPOLAM® TECHNIC EL5 is a conductive flexible homogeneous vinyl floorcovering, with 
an electrical resistance of 104 ≤ Rt ≤ 106 (EN 1081), available in tiles. 
The 2 mm homogeneous material incorporates carbon encapsulated granules through-
out its full thickness. 

MIPOLAM® 技匠 EL5是一种弹性同质透心的静电传导型PVC抗静电地板，其电阻值在104 至
106 Ω（EN 1081）。内部的PVC颗粒表面涂有一层导电性碳粉，地板由此而具有永久的抗静电
性能。可供块材。

Mipolam® Robust EL7 is dissipative anti-static flexible homogeneous vinyl flooring 
available in sheet form. Calendered and compacted with permanent anti-static proper-
ties (< 100V)
It acts as a continuous dissipater 106< Rt<= 108 (EN 1081) 

MIPOLAM® 工匠EL7 是一种弹性同质透心的静电耗散型PVC 抗静电地板，可供卷材。轮压致
密的材质可保证永久的抗静电性能.
该产品具有连续的静电耗散功能，电阻值在范围106< Rt<= 108 (EN 1081)。

Total thickness 总厚度
Tile size 片材尺寸
Number of tiles per package 片装数量／每箱
Width of sheet / Length of sheet 卷宽 / 卷长

Norm / Product specification 产品规范
European classification 产品分级
Fire rating 防火等级

Toxic testing 有毒有害物质测试
Static electrical propensity  静电测试性能

Electrical resistance 抗电阻性(2)

Slip resistance wet 防湿滑性

Type binder content 粘合物分级
Dimensional stability 尺寸稳定性
Thermal conductivity 热传导性
Colour fastness 颜色稳定性
Chemical products resistance 抗化学性
Color number 颜色数量

 ISO 24346 (EN 428)
ISO 24342 (EN 427)

-
 ISO 24341 (EN 426)

-
 ISO 10874 (EN 685)

EN 13501-1 
GB 8624 - 2012
GB 18586-2001

EN 1815 
IEC 61340-4-5 

EN 1081 
DIN 51130

 ISO 10581
ISO 23999 (EN 434)

ISO 10456 (EN 12524)
 ISO 105 - B02 

ISO 26987 (EN 423) 
-

mm 
mm

 -
cm / lm

-
class 
class 

-
-

KV 
V 
 Ω

class

type
% 

W/(m.K) 
degree 

-
-

2.0 / 3.0(1) 

608×608
20 / 13

-

 ISO 10581 (EN 649)
34 - 43
Bfl-s1

B1(B-s1,t0)
合格
< 2

< 100
104 ≤ Rt ≤ 106

R9

II
≤ 0.25
0.25
≥ 6
OK
6

2.0
-
-

200 / 20

ISO 10581 (EN 649)
34 - 43
Bfl-s1

B1 (B-s1,t0)
合格
< 2

< 100
106 < Rt ≤ 108

R9

II
≤ 0.4
0.25
≥ 6
OK
10

EN 14041 -

MIPOLAM® TECHNIC EL5* 
MIPOLAM® 技匠 EL5

MIPOLAM® ROBUST EL7 
MIPOLAM® 工匠 EL7

109Ω≤

* TECHNIC 技匠EL5 需有最低起定量：177sqm, 2mm的每盒20片, 3mm的每盒13片;
(1) 可提供3mm厚度规格; (2) 产品安装前实测值; (3) TVOC: 挥发性有机化合物总排放量

INSTALLATION 安装
Installation should be carried out in accordance with local standards. Subfloor should be 
smooth, hard, clean and dry prior to laying. Where applicable the subfloor must incorporate 
an effective Damp Proof Membrane. The material must be allowed to acclimatize 24 hours 
before installation in a room temperature of between 18-24°C. All seams must be hot 
welded using Gerflor® matching welding rod.
应按照当地标准进行安装。铺设地板前，应确保地面平滑、坚硬、清洁和干燥。如有需要，应在地
面上铺设一层有效的防潮薄膜。安装地板前，应提前24小时将地板材料放置在18-24℃室温内
适应环境。所有接缝应选用Gerflor®之配套焊条热焊处理。

MAINTENANCE 维护
No emulsion dressing is required. Maintenance should be carried out regularly to retain in 
the appearance and durability of the floor. The floorcovering should be maintained with 
regular sweeping and damp mopping using a neutral cleanser. More intense cleaning 
should be carried out using a fine spray cleaning pad under a floor machine, or for larger 
areas combined machine cleaning.
铺装之后终生无需打蜡。定期进行维护以使其保持外观整洁和耐用。定期清扫和使用中性清洁
剂湿擦来维护地板。或者使用具有精细喷雾垫的清洗机进行大面积地面的清洗。

ENVIRONMENT / INDOOR AIR QUALITY  环保 / 室内空气质量

PERFORMANCES 性能

CE MARKING  CE标志

CLASSIFICATION 类别

DESCRIPTION 规格

请微信扫码，
关注Gerflor® 

随时找到 Gerflor®

SHANGHAI BRANCH 上海分公司 Tel. / 电话: +86-21-63578818
BEIJING BRANCH      北京分公司 Tel. / 电话: +86-10-65836986

GERFLOR CHINA

* 温室气体核算体系（GHG）中界定的范围 1 和 2   **使用免胶产品的业务占比    ***使用生物基产品的业务占比

Our Commitments for a Sustainable future

ANNUAL VOLUME
RECYCLED
年回收量

ADHESIVE
FREE**
免胶产品**

RECYCLED
CONTENT
循环再生成分

BIOSOURCED
CONTENT***
生物基成分***

CARBON
FOOTPRINT*
碳足迹*

2020 年至 2025 年间
二氧化碳当量/平方米

-20%（公斤）

2025 年达到 10% 2025 年达到 30% 2025 年达到 35% 2025 年达到 60,000吨
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 一
直
致
力
于
产
品
和
技
术
的
不
断
更
新
，
我
们
保
留
对
产
品
设
计
及
技
术
说
明
的
更
新
且
恕
不
另
行
通
知
的
权
利
。


