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gerflorusa.com

DESCRIPTION STANDARDS REQUIREMENTS PLANKS & TILES

PRODUCT DESCRIPTION

Reference Specification ASTM F1700 – Class III Type B

Gauge Total Thickness ASTM F386 – 0.1" (2.5 mm)

Wearlayer Thickness ASTM F410 – 28 mil (0.7 mm)

Surface Treatment / Maintenance  – – PUR+

Backing ASTM F1303 – 100% recycled material

Plank and Tile Sizes – – 4" x 36"; 6" x 36"; 9" x 36"; 18" x 36"; 7.244" x 48"; 7.244" x 54";  
18" x 18"; 19.69" x 19.69"; 24" x 24"; 12" x 24"; Mix: 3", 6", 9" x 36"

Weight – – 0.9 lbs/ft2 (4.4 kg/m2)

PERFORMANCE 

Static Load (250 psi)  ASTM F970 ≤ 0.005" Meets Requirements

Indentation – Residual (75 lbs)  ASTM F1914 ≤ - 8% < -0.003" (-3%) Meets Requirements

Coefficient of Friction ASTM D2047 – 0.65 (Dry)

Dimensional Stability ASTM F2199 < 0.02" Meets Requirements

Flexibility ASTM F137 > 1.5" Meets Requirements

Chemical & Stain Resistance (5 min and 24 hours) ASTM F925 –  Meets Requirements

Impact Insulation Class (IIC) ASTM E989 (ASTM E492) – 40 dB

Fire Rating ASTM E648  Class I Class 1

Smoke Density (Flaming and Non-Flaming) ASTM E662 – Meets Requirements

 ENVIRONMENT HEALTH & SAFETY

Naturally Bacteriostatic: Combats MRSA, E. coli, and S. aureus* ISO 22196 – Inhibits spread of infection at 99%

Allergen-Free – – 100% Allergen-Free

Plant Certifications – – ISO 14001, ISO 9001

Production Waste – – 100% Manufacturing Waste Recycled

End of Life – – 100% Recyclable

MATERIALS & RESOURCES: BUILDING PRODUCT DISCLOSURE & OPTIMIZATION (BPDO)

Sourcing of Raw Materials: Recycled Content
MR 4 LEED v3

– 35%
Sourcing LEED v4

Restriction of Harmful Chemicals Materials LEED v4 – 100% REACH Compliant

Environmental Product Declaration (EPD) EPD LEED v4 – Product-Specific Type III EPD

Health Product Declaration (HPD) Materials LEED v4 – Self Declared 

MATERIALS & RESOURCES: INDOOR ENVIRONMENTAL QUALITY (IEQ)

Indoor Air Quality / Low Emitting Materials
IEQ 4.3 LEED v3

– FloorScore® Certified 
IEQ Option 1 LEED v4

TVOC after 28 days ISO 16000-6 – <10 μg/m3

WARRANTY 12-year limited manufacturer warranty when installed in accordance  
with Gerflor’s installation instructions on gerflorusa.com.

*The implementation of an effective cleaning method is the best defense against infections.

NO heavy metals,
CMR 1, or CMR 2

FORMAT OF PLANKS / TILES NUMBER OF  
UNITS PER BOX

COVERAGE PER BOX WEIGHT / BOX 

CM INCH SQ M SQ FT KG LBS 
10.16 x 91.4 4" x 36" 36 3.34 35.95 13.36 29.45

15.2 x 91.4 6" x 36" 24 3.34 35.95 14.86 32.76

18.4 x 121.9 7.244" x 48" 15 3.37 36.28 15.35 33.84
Mix: 7.6 / 15.2 / 22.8 

x 91.4
Mix: 3" / 6" / 9"  

x 36" 24 3.34 35.95 14.86 32.76

18.4 x 137.1 7.244" x 54" 12 3.03 32.62 13.70 30.20

22.8 x 91.4 9" x 36" 16 3.34 35.95 15.00 33.07

45.7 x 91.4 18" x 36" 8 3.34 35.95 14.97 33.00

50 x 50 19.69'' x 19.69'' 14 3.5 37.67 15.25 33.62

61 x 61 24" x 24" 9 3.34 35.95 15.26 33.64

30.5 x 61 12" x 24" 18 3.34 35.95 15.27 33.66

45.7 x 45.7 18" x 18" 16 3.34 35.95 15.70 34.61

GERFLOR USA
877.437.3567
samples@gerflorusa.com 
orders@gerflorusa.com
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0. As a global provider of unique customer experiences, 
excellence in design is fundamental to our floorings. 
Headed by Creative Director, Gino Venturelli, and 
our in-house design and research team, Gerflor works 
closely with designers from around the world, studying 
international design influences and identifying key 
trends related to the world of fashion, interior design, 
architecture and surface finishes.

We draw inspiration from natural materials such as wood, 
stone, marble and concrete as well as graphics and 
architectural forms, while adding new color blends  
and surface treatments. 

The results are applied to the creation of our pioneering, 
design-led flooring innovations that are tailored to the 
individual markets we serve.

Trends come and go with the seasons, so the unique 
designs of the LVT range are continually updated and 
renewed. Some of the collections adopt new hues,  
while others embrace more traditional textures. 

Explore the Creation LVT collection in this binder  
and at gerflorusa.com.

Exclusively designed by
Gino Venturelli
Creative Director — Gerflor

ORIGINAL DESIGN  
PROVEN PERFORMANCE 

GERFLOR

28

CREATION LVT:  
CONTRIBUTING TO IMPROVED  
SAFETY, HEATLH AND WELLNESS

RECYCLED CONTENT
• 35% pre-consumer recycled content
•  Recycled content is  

100% REACH compliant

WELLNESS
•  Naturally bacteriostatic to limit the spread  

of infections - ISO 22196 certified at >99% 
•  Walking noise reduced by 10 dB compared to laminate

RAW MATERIALS
• 100% REACH compliant
• Phthalate free (except recycled content)
•  NO formaldehyde, NO heavy metals, NO solvents

INDOOR AIR QUALITY
•  Very low VOC emissions—less than 10 μg/m3,  

10 times lower than industry requirements 
• FloorScore® certified
• No wax finish | No need for additional chemicals

LIFE CYCLE ASSESSMENT
• Third party certified product-specific Type III EPD
•  Made in an ISO 14001 and 9001 certified  

manufacturing facility
• Very durable 28 mil wearlayer
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gerflorusa.com

DESCRIPTION STANDARDS REQUIREMENTS PLANKS & TILES

PRODUCT DESCRIPTION
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Gauge Total Thickness ASTM F386 – 0.1" (2.5 mm)

Wearlayer Thickness ASTM F410 – 28 mil (0.7 mm)

Surface Treatment / Maintenance  – – PUR+

Backing ASTM F1303 – 100% recycled material

Plank and Tile Sizes – – 4" x 36"; 6" x 36"; 9" x 36"; 18" x 36"; 7.244" x 48"; 7.244" x 54";  
18" x 18"; 19.69" x 19.69"; 24" x 24"; 12" x 24"; Mix: 3", 6", 9" x 36"

Weight – – 0.9 lbs/ft2 (4.4 kg/m2)

PERFORMANCE 

Static Load (250 psi)  ASTM F970 ≤ 0.005" Meets Requirements

Indentation – Residual (75 lbs)  ASTM F1914 ≤ - 8% < -0.003" (-3%) Meets Requirements

Coefficient of Friction ASTM D2047 – 0.65 (Dry)

Dimensional Stability ASTM F2199 < 0.02" Meets Requirements

Flexibility ASTM F137 > 1.5" Meets Requirements

Chemical & Stain Resistance (5 min and 24 hours) ASTM F925 –  Meets Requirements

Impact Insulation Class (IIC) ASTM E989 (ASTM E492) – 40 dB

Fire Rating ASTM E648  Class I Class 1

Smoke Density (Flaming and Non-Flaming) ASTM E662 – Meets Requirements

 ENVIRONMENT HEALTH & SAFETY

Naturally Bacteriostatic: Combats MRSA, E. coli, and S. aureus* ISO 22196 – Inhibits spread of infection at 99%

Allergen-Free – – 100% Allergen-Free

Plant Certifications – – ISO 14001, ISO 9001

Production Waste – – 100% Manufacturing Waste Recycled

End of Life – – 100% Recyclable

MATERIALS & RESOURCES: BUILDING PRODUCT DISCLOSURE & OPTIMIZATION (BPDO)

Sourcing of Raw Materials: Recycled Content
MR 4 LEED v3

– 35%
Sourcing LEED v4

Restriction of Harmful Chemicals Materials LEED v4 – 100% REACH Compliant

Environmental Product Declaration (EPD) EPD LEED v4 – Product-Specific Type III EPD

Health Product Declaration (HPD) Materials LEED v4 – Self Declared 

MATERIALS & RESOURCES: INDOOR ENVIRONMENTAL QUALITY (IEQ)

Indoor Air Quality / Low Emitting Materials
IEQ 4.3 LEED v3

– FloorScore® Certified 
IEQ Option 1 LEED v4

TVOC after 28 days ISO 16000-6 – <10 μg/m3

WARRANTY 12-year limited manufacturer warranty when installed in accordance  
with Gerflor’s installation instructions on gerflorusa.com.

*The implementation of an effective cleaning method is the best defense against infections.

NO heavy metals,
CMR 1, or CMR 2
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10.16 x 91.4 4" x 36" 36 3.34 35.95 13.36 29.45

15.2 x 91.4 6" x 36" 24 3.34 35.95 14.86 32.76
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Mix: 3" / 6" / 9"  
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0. As a global provider of unique customer experiences, 
excellence in design is fundamental to our floorings. 
Headed by Creative Director, Gino Venturelli, and 
our in-house design and research team, Gerflor works 
closely with designers from around the world, studying 
international design influences and identifying key 
trends related to the world of fashion, interior design, 
architecture and surface finishes.

We draw inspiration from natural materials such as wood, 
stone, marble and concrete as well as graphics and 
architectural forms, while adding new color blends  
and surface treatments. 

The results are applied to the creation of our pioneering, 
design-led flooring innovations that are tailored to the 
individual markets we serve.

Trends come and go with the seasons, so the unique 
designs of the LVT range are continually updated and 
renewed. Some of the collections adopt new hues,  
while others embrace more traditional textures. 

Explore the Creation LVT collection in this binder  
and at gerflorusa.com.

Exclusively designed by
Gino Venturelli
Creative Director — Gerflor

ORIGINAL DESIGN  
PROVEN PERFORMANCE 

GERFLOR

28

CREATION LVT:  
CONTRIBUTING TO IMPROVED  
SAFETY, HEATLH AND WELLNESS

RECYCLED CONTENT
• 35% pre-consumer recycled content
•  Recycled content is  

100% REACH compliant

WELLNESS
•  Naturally bacteriostatic to limit the spread  

of infections - ISO 22196 certified at >99% 
•  Walking noise reduced by 10 dB compared to laminate

RAW MATERIALS
• 100% REACH compliant
• Phthalate free (except recycled content)
•  NO formaldehyde, NO heavy metals, NO solvents

INDOOR AIR QUALITY
•  Very low VOC emissions—less than 10 μg/m3,  

10 times lower than industry requirements 
• FloorScore® certified
• No wax finish | No need for additional chemicals

LIFE CYCLE ASSESSMENT
• Third party certified product-specific Type III EPD
•  Made in an ISO 14001 and 9001 certified  

manufacturing facility
• Very durable 28 mil wearlayer
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DESCRIPTION STANDARDS REQUIREMENTS PLANKS & TILES

PRODUCT DESCRIPTION

Reference Specification ASTM F1700 – Class III Type B

Gauge Total Thickness ASTM F386 – 0.1" (2.5 mm)

Wearlayer Thickness ASTM F410 – 28 mil (0.7 mm)

Surface Treatment / Maintenance  – – PUR+

Backing ASTM F1303 – 100% recycled material

Plank and Tile Sizes – – 4" x 36"; 6" x 36"; 9" x 36"; 18" x 36"; 7.244" x 48"; 7.244" x 54";  
18" x 18"; 19.69" x 19.69"; 24" x 24"; 12" x 24"; Mix: 3", 6", 9" x 36"

Weight – – 0.9 lbs/ft2 (4.4 kg/m2)

PERFORMANCE 

Static Load (250 psi)  ASTM F970 ≤ 0.005" Meets Requirements

Indentation – Residual (75 lbs)  ASTM F1914 ≤ - 8% < -0.003" (-3%) Meets Requirements

Coefficient of Friction ASTM D2047 – 0.65 (Dry)

Dimensional Stability ASTM F2199 < 0.02" Meets Requirements

Flexibility ASTM F137 > 1.5" Meets Requirements

Chemical & Stain Resistance (5 min and 24 hours) ASTM F925 –  Meets Requirements

Impact Insulation Class (IIC) ASTM E989 (ASTM E492) – 40 dB

Fire Rating ASTM E648  Class I Class 1

Smoke Density (Flaming and Non-Flaming) ASTM E662 – Meets Requirements

 ENVIRONMENT HEALTH & SAFETY

Naturally Bacteriostatic: Combats MRSA, E. coli, and S. aureus* ISO 22196 – Inhibits spread of infection at 99%

Allergen-Free – – 100% Allergen-Free

Plant Certifications – – ISO 14001, ISO 9001

Production Waste – – 100% Manufacturing Waste Recycled

End of Life – – 100% Recyclable

MATERIALS & RESOURCES: BUILDING PRODUCT DISCLOSURE & OPTIMIZATION (BPDO)

Sourcing of Raw Materials: Recycled Content
MR 4 LEED v3

– 35%
Sourcing LEED v4

Restriction of Harmful Chemicals Materials LEED v4 – 100% REACH Compliant

Environmental Product Declaration (EPD) EPD LEED v4 – Product-Specific Type III EPD

Health Product Declaration (HPD) Materials LEED v4 – Self Declared 

MATERIALS & RESOURCES: INDOOR ENVIRONMENTAL QUALITY (IEQ)

Indoor Air Quality / Low Emitting Materials
IEQ 4.3 LEED v3

– FloorScore® Certified 
IEQ Option 1 LEED v4

TVOC after 28 days ISO 16000-6 – <10 μg/m3

WARRANTY 12-year limited manufacturer warranty when installed in accordance  
with Gerflor’s installation instructions on gerflorusa.com.

*The implementation of an effective cleaning method is the best defense against infections.

NO heavy metals,
CMR 1, or CMR 2

FORMAT OF PLANKS / TILES NUMBER OF  
UNITS PER BOX

COVERAGE PER BOX WEIGHT / BOX 

CM INCH SQ M SQ FT KG LBS 
10.16 x 91.4 4" x 36" 36 3.34 35.95 13.36 29.45

15.2 x 91.4 6" x 36" 24 3.34 35.95 14.86 32.76

18.4 x 121.9 7.244" x 48" 15 3.37 36.28 15.35 33.84
Mix: 7.6 / 15.2 / 22.8 

x 91.4
Mix: 3" / 6" / 9"  

x 36" 24 3.34 35.95 14.86 32.76

18.4 x 137.1 7.244" x 54" 12 3.03 32.62 13.70 30.20

22.8 x 91.4 9" x 36" 16 3.34 35.95 15.00 33.07

45.7 x 91.4 18" x 36" 8 3.34 35.95 14.97 33.00

50 x 50 19.69'' x 19.69'' 14 3.5 37.67 15.25 33.62

61 x 61 24" x 24" 9 3.34 35.95 15.26 33.64

30.5 x 61 12" x 24" 18 3.34 35.95 15.27 33.66

45.7 x 45.7 18" x 18" 16 3.34 35.95 15.70 34.61
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0. As a global provider of unique customer experiences, 
excellence in design is fundamental to our floorings. 
Headed by Creative Director, Gino Venturelli, and 
our in-house design and research team, Gerflor works 
closely with designers from around the world, studying 
international design influences and identifying key 
trends related to the world of fashion, interior design, 
architecture and surface finishes.

We draw inspiration from natural materials such as wood, 
stone, marble and concrete as well as graphics and 
architectural forms, while adding new color blends  
and surface treatments. 

The results are applied to the creation of our pioneering, 
design-led flooring innovations that are tailored to the 
individual markets we serve.

Trends come and go with the seasons, so the unique 
designs of the LVT range are continually updated and 
renewed. Some of the collections adopt new hues,  
while others embrace more traditional textures. 

Explore the Creation LVT collection in this binder  
and at gerflorusa.com.

Exclusively designed by
Gino Venturelli
Creative Director — Gerflor

ORIGINAL DESIGN  
PROVEN PERFORMANCE 

GERFLOR

28

CREATION LVT:  
CONTRIBUTING TO IMPROVED  
SAFETY, HEATLH AND WELLNESS

RECYCLED CONTENT
• 35% pre-consumer recycled content
•  Recycled content is  

100% REACH compliant

WELLNESS
•  Naturally bacteriostatic to limit the spread  

of infections - ISO 22196 certified at >99% 
•  Walking noise reduced by 10 dB compared to laminate

RAW MATERIALS
• 100% REACH compliant
• Phthalate free (except recycled content)
•  NO formaldehyde, NO heavy metals, NO solvents

INDOOR AIR QUALITY
•  Very low VOC emissions—less than 10 μg/m3,  

10 times lower than industry requirements 
• FloorScore® certified
• No wax finish | No need for additional chemicals

LIFE CYCLE ASSESSMENT
• Third party certified product-specific Type III EPD
•  Made in an ISO 14001 and 9001 certified  

manufacturing facility
• Very durable 28 mil wearlayer



CREATION 28

LVT made for  
high-traffic  
commercial 
application. 

2.5 mm thick with  
28 mil (0.7 mm) 
wearlayer with 

PUR+ polyurethane 
surface treatment. 

REFERENCE 
SPECIFICATION

Meets ASTM F1700  
CLASS III TYPE B

INSTALLATION

GerFix LVT & Plank 
Spray Adhesive 
recommended

FULL SPREAD ADHESIVE

SPRAY ADHESIVE

2
8

0541 FLAMINGO 6" x 36"

0359 WILD OAK 6" x 36"

0360 DEEP FOREST 6" x 36"

0554 COLOMBUS 6" x 36"

0340 BUXTON OAK 6" x 36"

185mm x 40mm

185mm x 40mm

185mm x 40mm

185mm x 40mm

185mm x 40mm

0265 WALNUT 6" x 36"

0110 ROSEWOOD ALMOND 7.244" x 48" 0096 NAPA 6" x 36"

0545 SERENA 6" x 36"

0335 SYCAMORE 6” x 36”

0093 LARCH 6” x 36”

86mm x 40mm86mm x 40mm

185mm x 40mm

185mm x 40mm

185mm x 40mm

185mm x 40mm

INSERT GLUED HERE

0064 GRAVITY DARK 7.244" x 48"

0561 CARASSI 9" x 36" 0568 FARGO 7.244" x 48"

0572 CARRINGTON 7.244” x 48”

0357 PORTOBELLO 6" x 36"

0117 PEPPERCORN 6" x 36"

86mm x 40mm86mm x 40mm

185mm x 40mm

185mm x 40mm

185mm x 40mm

185mm x 40mm
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CREATION 28

LVT made for  
high-traffic  
commercial 
application. 

2.5 mm thick with  
28 mil (0.7 mm) 
wearlayer with 

PUR+ polyurethane 
surface treatment. 

REFERENCE 
SPECIFICATION

Meets ASTM F1700  
CLASS III TYPE B

INSTALLATION

GerFix LVT & Plank 
Spray Adhesive 
recommended

FULL SPREAD ADHESIVE

SPRAY ADHESIVE

2
8

0541 FLAMINGO 6" x 36"

0359 WILD OAK 6" x 36"

0360 DEEP FOREST 6" x 36"

0554 COLOMBUS 6" x 36"

0340 BUXTON OAK 6" x 36"

185mm x 40mm

185mm x 40mm

185mm x 40mm

185mm x 40mm

185mm x 40mm

0265 WALNUT 6" x 36"

0110 ROSEWOOD ALMOND 7.244" x 48" 0096 NAPA 6" x 36"

0545 SERENA 6" x 36"

0335 SYCAMORE 6” x 36”

0093 LARCH 6” x 36”

86mm x 40mm86mm x 40mm

185mm x 40mm

185mm x 40mm

185mm x 40mm

185mm x 40mm

INSERT GLUED HERE

0064 GRAVITY DARK 7.244" x 48"

0561 CARASSI 9" x 36" 0568 FARGO 7.244" x 48"

0572 CARRINGTON 7.244” x 48”

0357 PORTOBELLO 6" x 36"

0117 PEPPERCORN 6" x 36"

86mm x 40mm86mm x 40mm

185mm x 40mm

185mm x 40mm

185mm x 40mm

185mm x 40mm



GLUED TO BINDER

0552 TANAMI 6” x 36”

0538 MIDWEST 6” x 36” 0329 LIMED OAK 6” x 36”

86mm x 40mm86mm x 40mm

86mm x 40mm86mm x 40mm

0576 OCEANSIDE 7.244” x 54”

185mm x 40mm

0535 DOUGLAS 6” x 36”

185mm x 40mm

0573 LAWSON 7.244” x 48”

185mm x 40mm

0556 CLIFTON   3" x 36"
6" x 36"
9" x 36"

Mix:



0023  BARMA  
MYSTERY

19.69" x 19.69"

0515 KALBARI 18" x 18" 0402 GREENWICH 18” x 18”

0709  BARMA  
COSY

19.69" x 19.69" 0021   BARMA 
SWEET

19.69" x 19.69"

0531 HALIFAX 24" x 24"

0529 SOMERSET 24" x 24"

0600 LAVA MOKA 18" x 36"

0967 LAVA GREY 18" x 36"

0966 LAVA LIGHT 18" x 36"

0126 LAVA BONE 18" x 36"

0085 DOCK GREY 12" x 24"

0124 TRAVERTINE TAUPE 12" x 24"

0414 TRAVERTINE STONE 12" x 24"

51mm x 51mm 51mm x 51mm

51mm x 51mm 51mm x 51mm51mm x 51mm

51mm x 51mm

179mm x 117mm

86mm x 51mm

86mm x 51mm

86mm x 51mm

86mm x 51mm

86mm x 51mm

86mm x 51mm

86mm x 117mm



0023  BARMA  
MYSTERY

19.69" x 19.69"
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19.69" x 19.69"
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0126 LAVA BONE 18" x 36"

0085 DOCK GREY 12" x 24"
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51mm x 51mm 51mm x 51mm

51mm x 51mm 51mm x 51mm51mm x 51mm

51mm x 51mm

179mm x 117mm

86mm x 51mm

86mm x 51mm

86mm x 51mm

86mm x 51mm

86mm x 51mm

86mm x 51mm

86mm x 117mm
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gerflorusa.com

DESCRIPTION STANDARDS REQUIREMENTS PLANKS & TILES

PRODUCT DESCRIPTION

Reference Specification ASTM F1700 – Class III Type B

Gauge Total Thickness ASTM F386 – 0.1" (2.5 mm)

Wearlayer Thickness ASTM F410 – 28 mil (0.7 mm)

Surface Treatment / Maintenance  – – PUR+

Backing ASTM F1303 – 100% recycled material

Plank and Tile Sizes – – 4" x 36"; 6" x 36"; 9" x 36"; 18" x 36"; 7.244" x 48"; 7.244" x 54";  
18" x 18"; 19.69" x 19.69"; 24" x 24"; 12" x 24"; Mix: 3", 6", 9" x 36"

Weight – – 0.9 lbs/ft2 (4.4 kg/m2)

PERFORMANCE 

Static Load (250 psi)  ASTM F970 ≤ 0.005" Meets Requirements

Indentation – Residual (75 lbs)  ASTM F1914 ≤ - 8% < -0.003" (-3%) Meets Requirements

Coefficient of Friction ASTM D2047 – 0.65 (Dry)

Dimensional Stability ASTM F2199 < 0.02" Meets Requirements

Flexibility ASTM F137 > 1.5" Meets Requirements

Chemical & Stain Resistance (5 min and 24 hours) ASTM F925 –  Meets Requirements

Impact Insulation Class (IIC) ASTM E989 (ASTM E492) – 40 dB

Fire Rating ASTM E648  Class I Class 1

Smoke Density (Flaming and Non-Flaming) ASTM E662 – Meets Requirements

 ENVIRONMENT HEALTH & SAFETY

Naturally Bacteriostatic: Combats MRSA, E. coli, and S. aureus* ISO 22196 – Inhibits spread of infection at 99%

Allergen-Free – – 100% Allergen-Free

Plant Certifications – – ISO 14001, ISO 9001

Production Waste – – 100% Manufacturing Waste Recycled

End of Life – – 100% Recyclable

MATERIALS & RESOURCES: BUILDING PRODUCT DISCLOSURE & OPTIMIZATION (BPDO)

Sourcing of Raw Materials: Recycled Content
MR 4 LEED v3

– 35%
Sourcing LEED v4

Restriction of Harmful Chemicals Materials LEED v4 – 100% REACH Compliant

Environmental Product Declaration (EPD) EPD LEED v4 – Product-Specific Type III EPD

Health Product Declaration (HPD) Materials LEED v4 – Self Declared 

MATERIALS & RESOURCES: INDOOR ENVIRONMENTAL QUALITY (IEQ)

Indoor Air Quality / Low Emitting Materials
IEQ 4.3 LEED v3

– FloorScore® Certified 
IEQ Option 1 LEED v4

TVOC after 28 days ISO 16000-6 – <10 μg/m3

WARRANTY 12-year limited manufacturer warranty when installed in accordance  
with Gerflor’s installation instructions on gerflorusa.com.

*The implementation of an effective cleaning method is the best defense against infections.

NO heavy metals,
CMR 1, or CMR 2

FORMAT OF PLANKS / TILES NUMBER OF  
UNITS PER BOX

COVERAGE PER BOX WEIGHT / BOX 

CM INCH SQ M SQ FT KG LBS 
10.16 x 91.4 4" x 36" 36 3.34 35.95 13.36 29.45

15.2 x 91.4 6" x 36" 24 3.34 35.95 14.86 32.76

18.4 x 121.9 7.244" x 48" 15 3.37 36.28 15.35 33.84
Mix: 7.6 / 15.2 / 22.8 

x 91.4
Mix: 3" / 6" / 9"  

x 36" 24 3.34 35.95 14.86 32.76

18.4 x 137.1 7.244" x 54" 12 3.03 32.62 13.70 30.20

22.8 x 91.4 9" x 36" 16 3.34 35.95 15.00 33.07

45.7 x 91.4 18" x 36" 8 3.34 35.95 14.97 33.00

50 x 50 19.69'' x 19.69'' 14 3.5 37.67 15.25 33.62

61 x 61 24" x 24" 9 3.34 35.95 15.26 33.64

30.5 x 61 12" x 24" 18 3.34 35.95 15.27 33.66

45.7 x 45.7 18" x 18" 16 3.34 35.95 15.70 34.61

GERFLOR USA
877.437.3567
samples@gerflorusa.com 
orders@gerflorusa.com
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0. As a global provider of unique customer experiences, 
excellence in design is fundamental to our floorings. 
Headed by Creative Director, Gino Venturelli, and 
our in-house design and research team, Gerflor works 
closely with designers from around the world, studying 
international design influences and identifying key 
trends related to the world of fashion, interior design, 
architecture and surface finishes.

We draw inspiration from natural materials such as wood, 
stone, marble and concrete as well as graphics and 
architectural forms, while adding new color blends  
and surface treatments. 

The results are applied to the creation of our pioneering, 
design-led flooring innovations that are tailored to the 
individual markets we serve.

Trends come and go with the seasons, so the unique 
designs of the LVT range are continually updated and 
renewed. Some of the collections adopt new hues,  
while others embrace more traditional textures. 

Explore the Creation LVT collection in this binder  
and at gerflorusa.com.

Exclusively designed by
Gino Venturelli
Creative Director — Gerflor

ORIGINAL DESIGN  
PROVEN PERFORMANCE 

GERFLOR

28

CREATION LVT:  
CONTRIBUTING TO IMPROVED  
SAFETY, HEATLH AND WELLNESS

RECYCLED CONTENT
• 35% pre-consumer recycled content
•  Recycled content is  

100% REACH compliant

WELLNESS
•  Naturally bacteriostatic to limit the spread  

of infections - ISO 22196 certified at >99% 
•  Walking noise reduced by 10 dB compared to laminate

RAW MATERIALS
• 100% REACH compliant
• Phthalate free (except recycled content)
•  NO formaldehyde, NO heavy metals, NO solvents

INDOOR AIR QUALITY
•  Very low VOC emissions—less than 10 μg/m3,  

10 times lower than industry requirements 
• FloorScore® certified
• No wax finish | No need for additional chemicals

LIFE CYCLE ASSESSMENT
• Third party certified product-specific Type III EPD
•  Made in an ISO 14001 and 9001 certified  

manufacturing facility
• Very durable 28 mil wearlayer
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gerflorusa.com

DESCRIPTION STANDARDS REQUIREMENTS PLANKS & TILES

PRODUCT DESCRIPTION

Reference Specification ASTM F1700 – Class III Type B

Gauge Total Thickness ASTM F386 – 0.1" (2.5 mm)

Wearlayer Thickness ASTM F410 – 28 mil (0.7 mm)

Surface Treatment / Maintenance  – – PUR+

Backing ASTM F1303 – 100% recycled material

Plank and Tile Sizes – – 4" x 36"; 6" x 36"; 9" x 36"; 18" x 36"; 7.244" x 48"; 7.244" x 54";  
18" x 18"; 19.69" x 19.69"; 24" x 24"; 12" x 24"; Mix: 3", 6", 9" x 36"

Weight – – 0.9 lbs/ft2 (4.4 kg/m2)

PERFORMANCE 

Static Load (250 psi)  ASTM F970 ≤ 0.005" Meets Requirements

Indentation – Residual (75 lbs)  ASTM F1914 ≤ - 8% < -0.003" (-3%) Meets Requirements

Coefficient of Friction ASTM D2047 – 0.65 (Dry)

Dimensional Stability ASTM F2199 < 0.02" Meets Requirements

Flexibility ASTM F137 > 1.5" Meets Requirements

Chemical & Stain Resistance (5 min and 24 hours) ASTM F925 –  Meets Requirements

Impact Insulation Class (IIC) ASTM E989 (ASTM E492) – 40 dB

Fire Rating ASTM E648  Class I Class 1

Smoke Density (Flaming and Non-Flaming) ASTM E662 – Meets Requirements

 ENVIRONMENT HEALTH & SAFETY

Naturally Bacteriostatic: Combats MRSA, E. coli, and S. aureus* ISO 22196 – Inhibits spread of infection at 99%

Allergen-Free – – 100% Allergen-Free

Plant Certifications – – ISO 14001, ISO 9001

Production Waste – – 100% Manufacturing Waste Recycled

End of Life – – 100% Recyclable

MATERIALS & RESOURCES: BUILDING PRODUCT DISCLOSURE & OPTIMIZATION (BPDO)

Sourcing of Raw Materials: Recycled Content
MR 4 LEED v3

– 35%
Sourcing LEED v4

Restriction of Harmful Chemicals Materials LEED v4 – 100% REACH Compliant

Environmental Product Declaration (EPD) EPD LEED v4 – Product-Specific Type III EPD

Health Product Declaration (HPD) Materials LEED v4 – Self Declared 

MATERIALS & RESOURCES: INDOOR ENVIRONMENTAL QUALITY (IEQ)

Indoor Air Quality / Low Emitting Materials
IEQ 4.3 LEED v3

– FloorScore® Certified 
IEQ Option 1 LEED v4

TVOC after 28 days ISO 16000-6 – <10 μg/m3

WARRANTY 12-year limited manufacturer warranty when installed in accordance  
with Gerflor’s installation instructions on gerflorusa.com.

*The implementation of an effective cleaning method is the best defense against infections.

NO heavy metals,
CMR 1, or CMR 2

FORMAT OF PLANKS / TILES NUMBER OF  
UNITS PER BOX

COVERAGE PER BOX WEIGHT / BOX 

CM INCH SQ M SQ FT KG LBS 
10.16 x 91.4 4" x 36" 36 3.34 35.95 13.36 29.45

15.2 x 91.4 6" x 36" 24 3.34 35.95 14.86 32.76

18.4 x 121.9 7.244" x 48" 15 3.37 36.28 15.35 33.84
Mix: 7.6 / 15.2 / 22.8 

x 91.4
Mix: 3" / 6" / 9"  

x 36" 24 3.34 35.95 14.86 32.76

18.4 x 137.1 7.244" x 54" 12 3.03 32.62 13.70 30.20

22.8 x 91.4 9" x 36" 16 3.34 35.95 15.00 33.07

45.7 x 91.4 18" x 36" 8 3.34 35.95 14.97 33.00

50 x 50 19.69'' x 19.69'' 14 3.5 37.67 15.25 33.62

61 x 61 24" x 24" 9 3.34 35.95 15.26 33.64

30.5 x 61 12" x 24" 18 3.34 35.95 15.27 33.66

45.7 x 45.7 18" x 18" 16 3.34 35.95 15.70 34.61

GERFLOR USA
877.437.3567
samples@gerflorusa.com 
orders@gerflorusa.com
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0. As a global provider of unique customer experiences, 
excellence in design is fundamental to our floorings. 
Headed by Creative Director, Gino Venturelli, and 
our in-house design and research team, Gerflor works 
closely with designers from around the world, studying 
international design influences and identifying key 
trends related to the world of fashion, interior design, 
architecture and surface finishes.

We draw inspiration from natural materials such as wood, 
stone, marble and concrete as well as graphics and 
architectural forms, while adding new color blends  
and surface treatments. 

The results are applied to the creation of our pioneering, 
design-led flooring innovations that are tailored to the 
individual markets we serve.

Trends come and go with the seasons, so the unique 
designs of the LVT range are continually updated and 
renewed. Some of the collections adopt new hues,  
while others embrace more traditional textures. 

Explore the Creation LVT collection in this binder  
and at gerflorusa.com.

Exclusively designed by
Gino Venturelli
Creative Director — Gerflor

ORIGINAL DESIGN  
PROVEN PERFORMANCE 

GERFLOR

28

CREATION LVT:  
CONTRIBUTING TO IMPROVED  
SAFETY, HEATLH AND WELLNESS

RECYCLED CONTENT
• 35% pre-consumer recycled content
•  Recycled content is  

100% REACH compliant

WELLNESS
•  Naturally bacteriostatic to limit the spread  

of infections - ISO 22196 certified at >99% 
•  Walking noise reduced by 10 dB compared to laminate

RAW MATERIALS
• 100% REACH compliant
• Phthalate free (except recycled content)
•  NO formaldehyde, NO heavy metals, NO solvents

INDOOR AIR QUALITY
•  Very low VOC emissions—less than 10 μg/m3,  

10 times lower than industry requirements 
• FloorScore® certified
• No wax finish | No need for additional chemicals

LIFE CYCLE ASSESSMENT
• Third party certified product-specific Type III EPD
•  Made in an ISO 14001 and 9001 certified  

manufacturing facility
• Very durable 28 mil wearlayer

CREATION 28

LVT made for  
high-traffic  
commercial 
application. 

2.5 mm thick with  
28 mil (0.7 mm) 
wearlayer with 

PUR+ polyurethane 
surface treatment. 

REFERENCE 
SPECIFICATION

Meets ASTM F1700  
CLASS III TYPE B

INSTALLATION

GerFix LVT & Plank 
Spray Adhesive 
recommended

FULL SPREAD ADHESIVE

SPRAY ADHESIVE

2
8

0541 FLAMINGO 6" x 36"

0359 WILD OAK 6" x 36"

0360 DEEP FOREST 6" x 36"

0554 COLOMBUS 6" x 36"

0340 BUXTON OAK 6" x 36"

185mm x 40mm

185mm x 40mm

185mm x 40mm

185mm x 40mm

185mm x 40mm

0265 WALNUT 6" x 36"

0110 ROSEWOOD ALMOND 7.244" x 48" 0096 NAPA 6" x 36"

0545 SERENA 6" x 36"

0335 SYCAMORE 6” x 36”

0093 LARCH 6” x 36”

86mm x 40mm86mm x 40mm

185mm x 40mm

185mm x 40mm

185mm x 40mm

185mm x 40mm

INSERT GLUED HERE

0064 GRAVITY DARK 7.244" x 48"

0561 CARASSI 9" x 36" 0568 FARGO 7.244" x 48"

0572 CARRINGTON 7.244” x 48”

0357 PORTOBELLO 6" x 36"

0117 PEPPERCORN 6" x 36"

86mm x 40mm86mm x 40mm

185mm x 40mm

185mm x 40mm

185mm x 40mm

185mm x 40mm


